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仕様書(SPECIFICATION)

一般公差(GENERAL TOLERANCE)
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 寸法(DIMENSION)

単位(UNIT)：㎜
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JAE Connector DIV. Proprietary.Copyright(C) 2015, Japan Aviation Electronics Industry, LTD.
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NOTE 1. THESE CONTACTS ARE SUPPLIED IN REEL. THERE ARE 6000 CONTACTS PER REEL.
NOTE 2. APPLICABLE CABLE: AWG#19 TO #21, INSULATION OUTER DIAMETER: φ1.2mm TO φ1.8mm. 
NOTE 3. PRODUCTION DATE IS SHOWN.
NOTE 4. FORM IDENTIFICATION MARK IS SHOWN.
NOTE 5. PRODUCT NAME, DRAWING NUMBER AND QUANTITY ARE SHOWN.
NOTE 6. MATING AREA: GOLD PLATING OVER NICKEL, TERMINAL AREA: TIN PLATING OVER NICKEL
        OTHER AREA: NICKEL PLATING

注1. 本ｺﾝﾀｸﾄは6000個巻きのﾘｰﾙにて供給される。
注2. 適用電線:AWG#19～#21、被覆外径:φ1.2～1.8mm
注3. 図示の位置に製造年月を表示する。
注4. 図示の位置に形状識別記号を表示する。
注5. 図示の位置に品名、図番、数量を表示する。
注6. 接触部:ﾆｯｹﾙ上金めっき、結線部:ﾆｯｹﾙ上錫めっき、その他:ﾆｯｹﾙめっき
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